
 

CODE NO. WATT INPUT VOLTAGE(V) SIZE(AxBmm) CUT-OUT(mm) LUMEN(±5%)

TLI-DN8A-2.5-12W 12W AC200-240V Ø110x38 Ø90-95 980lm

TLI-DN8A-04-18W 18W AC200-240V Ø170x45 Ø140-150 1550lm

TLI-DN8A-06-25W 25W AC200-240V Ø190x45 Ø160-170 2130lm

TLI-DN8A-08-35W 35W AC200-240V Ø228x45 Ø200-210 2790lm

DATA SHEET

  

 Materials of Housing Aluminium

Light Source SMD (SDCM<6)

Color Temperature 3000K/ 4000K/ 5000K/ 5700K

Luminous 110lm/W

CRI ≥85

Beam Angle(°) 90°

Lifetime(hr) 50,000h

Product Finishing White/ Black

TECHNICAL OPTICS

UNIT:cd
C0/180,87.9de g
C90/270,87.8de g

AVERAGE BEAM ANGLE(50%):87.9 DEG
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CCT Selection DIP Switch 3-CCT

LED Driver Built-out

Dimming Option Triac/ DALI/ 0-10V

Ingress Protection (IP Rating)

  

IP20 

IP54

Power Factor (PF) ≥0.9

Certification SAA/ RoHS/ CE/ CB

FEATURES & BENEFITS

 
                            Downlight
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DN8A


